
6" X 6" - W2.9 x W2.9
WELDED WIRE FLAT
SHEETS OR #3 BARS

@ 18" O.C.E.W.

SLOPE TO NATURAL GROUND @
4:1 MAXIMUM SLOPE

PROVIDE 4" TOPSOIL AND
REVEGATATE WITH

GRASS SOD OR HYDRAULIC
SEEDING STABILIZED WITH

EROSION CONTROL MATTING OR
HYDROMULCH.

MIN. 6" COMPACTED LIMESTONE
BASE MATERIAL OR APPROVED
ALTERNATE UNDER CONCRETE

TRICKLE CHANNEL.

L:
\E

ng
in

ee
r\S

ta
nd

ar
d 

D
et

ai
ls

 a
nd

 T
ec

hn
ic

al
 S

pe
ci

fic
at

io
ns

\S
ta

nd
ar

d 
D

et
ai

ls
\2

01
9\

D
R

AI
N

AG
E 

& 
EN

VI
R

O
N

M
EN

TA
L\

D
R

AI
N

AG
E 

AN
D

 E
N

VI
R

O
N

M
EN

TA
L 

D
ET

AI
LS

 5
.2

01
9.

dw
g

ENGINEERING AND PUBLIC WORKS DATE:  
SHEET NO.: DSGN. BY:  DRAWN BY: 

SCALE: 5/15/19
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